CAR PARK SAFETY
FLEXIBLE SIGN POST P T

* Features internal spring loaded mechanism
* Flexes at the base on impact to absorb force
+ Bolt down or inground models available

+ 60mm diameter sign pole included

+ Choose your sign (not included in price) [
+ Installation service available
+ Overall height: 3.2 metres

* Diameter: 90mm

+ Bollard Height: 940mm

+ Baseplate: 200 x 8mm A !
+ Inground depth: 300mm I

DB90/FPB - Bolt down DB90/FPI - In-ground

940mm

REFLECTIVE RUMBLE BARS

+ A highly visual traffic lane delineator

+ 6 reflectors either side

+ Anti-slip surface to prevent slip hazard

« Safety yellow as standard

+ Manufactured from long-lasting polyurethane
* |deal for traffic markings

+ Secure to surface by 4 recessed fixings
Code RUMBLE/CAT

Size: 220L x 120W x 20Hmm

LANE DELINEATOR PIPE PROTECTOR

+ A popular style of lane delineation

* Height: 280mm above ground

+ Class 1 reflective tape on both sides
* Moulded base: 214mmW x 114mmD

+ Can be bolted down/glued to surface
* Flap can be replaced

* Protect costly damage to carparks
* Height: 600mm

* Yellow powdercoat finish

+ 5mm galvanised steel

* Fixings: 4 x M12 anchors

* Fits pipes up to 160mm dia.

Code: LDO1Y + Custom sizes available
Code: DPIPE600

CAR BAY MARKING DOTS REFLECTIVE PAVEMENT MARKERS

« Supplied with fixing nails, 150mm length

« Easy installation onto bitumen or for concrete
surfaces, glue down using our 2-part epoxy resin

* Recommended 5 dots per bay

* Raised pavement markers

+ Double sided reflectivity

+ Available in a variety of colours

+ Other styles available on request

Code Description

RPM/Y  Double sided, yellow
RPM/W  Double sided, white
RPM/R  Double sided, red

Code Descripton ~ Code  Description \\y SO
CPD/W  Whitedots ~ CPD/Y Yellow dots

DEFENDER U-BARS

+ Manufactured from 90mm dia. steel pipe

* Fully welded construction for maximum strength

+ Select from bolt down or concrete in-ground styles

* Range of powdercoat finishes available

« Standard height above ground is 700mm

+ Manufactured from 4mm thick steel pipe

+ Can be custom manufactured to suit your application

Code Length Fixing Code Length Fixing
DUB90/IG1 1m  In-ground ~ DUB90/BD1 1m  Bolt down
DUB90/IG2 2m  In-ground ~ DUB90/BD2 2m  Bolt down

1300 76 44 77



